


SECTION I - CLOSURE PLAN, POST-CLOSURE CARE PLAN AND FINANCIAL REQUIREMENTS 

I-1 - Closure Plan 
Closure of the underground storage tanks (USTs) and associated piping area was completed in 1984 in 
accordance with the Closure Plan.  The Closure Plan, approved on July 20, 1984, consisted of the 
following activities: 

1. Removal of final inventory of fluids (primarily water and spent solvent) from the 12,000-
gallon waste UST and disposal as an F002 hazardous waste. Residual product from the 
10,000-gallon fresh solvent USTs had been previously recovered. Tightness testing of 
the USTs was conducted in August 1982; the tanks tested tight. 

2. Removal of the USTs and associated piping and disposal of both as hazardous waste. 
3. Sampling of soils from the UST excavation and from beneath the associated piping 
4. Site Restoration 
5. Sample Evaluation 
6. Closure Certification 

A survey of the closure area is presented on Figure I-1. 
Closure activities were conducted in October 1984, and consisted of the following: 

1. The tanks and surrounding soils were removed down to the common “tie-down” 
concrete slab.  Due to the presence of groundwater to a level above the top of the slab 
(at a depth of approximately 18 feet below ground surface), a groundwater sample 
(Sample 19) was collected for analysis (rather than soils being collected from adjacent 
to the base of the slab).  The water sample was analyzed and PCE was detected at a 
concentration of 163 µg/L; TCE at 30 µg/L and 1,1,1-TCA at 35 µg/L were also detected.  
The concrete “tie-down” pad was left in place and the excavation was backfilled with 
rock dust from an off-site source and soil from the tank pit excavation. 

2. Piping extending from the USTs along the east side of the building to the former parts 
cleaning area and adjacent soils were excavated to a depth of approximately 4 feet, 1 
foot (±) below the piping.  The excavated soils were stockpiled.  Soil samples (Samples 
1 through 17) were collected at approximate 20-foot intervals from the base of the 
trench excavation and composited.  The PCE concentration of the composite sample 
was 1,401 µg/kg.  The pipe trench excavation was backfilled with these excavated soils 
and with soils from the tank pit excavation. 

3. During removal of the piping, evidence of a former leak was detected at the elbow joint 
where the pipe carrying waste solvent exited from the building to return to the tank 
area.  An area around the pipe joint extending 25 feet along the side of the building, to 
15 feet out from the building, and 10 feet deep was excavated.  The soils, 140 cubic 
yards, were manifested for off-site disposal as a hazardous waste.  Soil samples P-1 
through P-4 were collected from the 4 sides of the excavation at a depth of 
approximately 6 feet; sample P-5 from the bottom of the excavation, at a depth of 
approximately 10 feet.  PCE concentrations reported were: P-1 (76,000 µg/kg), P-2 
(4,300 µg/kg), P-3 (2,400 µg/kg), and P-4 (64 µg/kg).  The PCE concentration in the 



excavation bottom sample (P-5) was 110,000 µg/kg (see Figure E-8).  The excavation 
was filled with gravel. 

4. In 1988, Law Environmental, Inc. constructed a RCRA cap over the former USTs and 
associated piping area. The report describing the construction of the concrete cover 
(the RCRA cap) and including an "as built" drawing is dated September 14, 1988.  The 
"as built" drawing is reproduced in this Section as Figure I-2.  The Construction Report- 
Concrete Slab Installation, Xerox Facility (1988) is in Appendix I-1. 

5. The closure was certified on January 8, 1987 by the independent engineer of record 
(Camp, Dresser & McKee Inc.).  The Closure Plan (approved July 20, 1984) and Closure 
Certification (January 8, 1987) are in Appendix I-2. 

6. In the absence of clean closure, the area encompassing the former USTs and associated 
piping was closed in accordance with landfill requirements and was designated a 
Hazardous Waste Management Unit with contaminated groundwater and was issued 
Hazardous Waste Post-Closure Care Permit No. HW-070(D). 

I-2 - Post-Closure Care Plan 
A Post-Closure Care Plan is included to describe the on-going monitoring and maintenance that will 
occur for the Post-Closure Care period.  This Post-Closure Care Plan describes the activities that will be 
performed to manage the closed USTs and associated piping area throughout the Post-Closure Care 
period in accordance with 40 CFR 264.117 and 118.  This Plan describes groundwater monitoring and 
inspection and maintenance activities.  Xerox will maintain a copy of the approved Post-Closure Care 
Plan and all revisions to the plan on-site until the post-closure report has been submitted and 
accepted by the Georgia EPD. 
I-2.a Inspection Plan 
The closed former USTs and associated piping area will be monitored and maintained throughout the 
Post-Closure Care period.  Activities will consist of periodic inspections and required maintenance of 
the concrete (RCRA) cap and the groundwater monitoring wells. Inspections of the concrete cap and 
the monitoring wells will be made by trained personnel at least semi-annually.  Records of inspection 
will be kept at Wood’s office in Kennesaw.  Checklists for the inspections of the concrete cap and wells 
are provided in Appendix I-3. 
I-2.b Groundwater Monitoring Plan 
Groundwater monitoring activities scheduled during the Post-Closure Care period will consist of 
sampling and analysis of appropriate monitoring wells as defined in Section E-8 of this application. 
I-2.c Maintenance Plan 
Maintenance of the closed former USTs and associated piping area will include the following: 

1. Maintenance and Repair of the Cap - the concrete cap will be inspected at least semi-
annually.  Inspections are to detect any damage to the cap surface (cracks, deteriorated 
or missing joint sealant, vegetation growth through slab, etc.); erosion, settlement, or 
ponding of water on or against the slab; burrowing or infestation of ants or other 
insects; and any other observable adverse condition will be documented.  Repairs will 
be promptly conducted as indicated on the attached inspection form (Appendix I-3). 



2. Groundwater Monitoring System- Groundwater monitoring wells will be inspected at 
least semi-annually and during sampling events to verify that visible portions of the 
wells are maintained.  Well pads will be free of cracks, be in contact with the protective 
casing, and be stable (have a firm footing with the underlying soil); well casings will be 
structurally stable with minimal rusting or deterioration and have a tight fitting, 
lockable cover.  The wells will be examined to confirm the measuring point is clearly 
marked and that the weepholes in the protective covers function to preclude water 
from ponding between the well casing and the outer protective covers.  The 
inspections should confirm that vegetation is maintained to provide for unimpeded 
well access and that ants, wasps, spiders or other insects have not established 
permanent residence in or adjacent to the wells.  Each well will be plumbed for the 
presence of sediment.  Adverse conditions will be noted.  Repairs will be promptly 
conducted as indicated on the attached inspection form (Appendix I-3). 

I-2.d Land Treatment 
This section is not applicable to the Xerox facility. 
I-2.e Post-Closure Care for Miscellaneous Units 
This section is not applicable to the Xerox facility. 
I-2.f Post-Closure Security 
The closed RCRA cap and monitoring wells are located in unfenced areas outside of the building.  
However, facility workers or trespassers should not be subject to injury or exposure to potentially 
contaminated soil or ground water by their entry into areas where the closed RCRA Cap or the locked 
monitoring wells are located.  Signage is provided to advise persons not to disturb the Cap or the 
monitoring wells. 
I-2.g Post-Closure Contact 
Mr. Marcus Lathrop, Xerox’s Manager; Assessment and Environmental Operations, is the post-closure 
contact.  Mr. Lathrop’s mailing address and telephone number are: 
800 Phillips Road, Building 0207-01Z 
Webster, NY 14580 
Telephone 585-422-9055 
I-3 - Notices Required for Disposal Facilities 
I-3.a Certification of Closure 
A closure certification report for the former USTs and associated piping area was submitted by Camp, 
Dresser and McKee, Inc. on January 8, 1987.  The Closure Plan and the CDM Certification are in 
Appendix I-2. 
I-3.b Survey Plot 
A surveyed plat of the former USTs and associated piping area is on file with the local zoning authority 
and with the Georgia EPD and is provided in Appendix I-4. 
 



I-3.c Notice to Local Land Authority 
In accordance with 40 CFR 264.119, Xerox submitted the attached plat (Appendix I-4) as notification to 
Fulton County indicating the location and dimensions of the former USTs and associated piping area.  
The plat has been stamped by the Clerk of Superior Court (Fulton County, Georgia), indicating it was 
filed and recorded.. 
I-3.d Post-Closure Certification 
A post-closure certification in accordance with 40 CFR 264.120 will be submitted following the 
completion of post-closure activities. 
I-3.e Notice in Deed to Property 
In accordance with 40 CFR 264.119, the deed to the property on which the former USTs and 
associated piping area are located has been amended in Fulton County Deed Book with a notation 
that the land has been used to manage hazardous waste.  A surveyed plat of the former USTs and 
associated piping area is on file with the local zoning authority and the GA EPD (See Appendix I-4). 
I-4 - Closure Cost Estimate 
The former USTs and associated piping area were closed in 1984 and certified in 1987.  Therefore, a 
Closure Cost Estimate is not applicable. 
I-5 - Financial Assurance Mechanism for Closure 
The former USTs and associated piping area were closed in 1984. Therefore, a Financial Assurance 
Mechanism for Closure is not applicable. 
I-6 - Post-Closure Cost Estimate 
A Post-Closure Cost Estimate for the former USTs and associated piping area has been prepared in 
accordance with 40 CFR 264.144.  The Post-Closure cost estimate for the current year of the 
application is provided in Appendix I-5.  The estimate accounts for the cost of third-party services 
required to administer, operate, monitor and maintain the Post-Closure Care Plan and its related tasks. 
Revisions of the estimate will be made and submitted to the Director within 30 days following permit 
modification approvals by the Director.  The total cost estimate for Post-Closure Care for which 
Financial Assurance is required is provided in Appendix I-5. 
I-7 - Financial Assurance Mechanism 
Xerox is providing financial assurance for the site post-closure activities by corporate guarantee (bond 
rating) in accordance with the requirements of 40 CFR 264.145. 
A copy of the current mechanism is provided in Appendix I-5. 
I-8 - Liability Requirements 
The former USTs and associated piping area have been closed and do not possess a threat of liability 
due to sudden accidental occurrences arising from the operation of the facility. Therefore, this section 
is not applicable. 
I-9 - State Financial Mechanism 
Xerox will not request state assumption of the liability or the financial responsibility for the post-
closure activities.  Therefore, this section is not applicable to the Xerox facility.
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APPENDIX I-1 
CONSTRUCTION REPORT- CONCRETE SLAB INSTALLATION, XEROX FACILITY 
   

















APPENDIX I-2 
CLOSURE PLAN AND CAMP, DRESSER AND MCKEE, INC. CERTIFICATION 
 

 

 

 

   



























APPENDIX I-3 
CHECKLISTS FOR THE INSPECTION OF THE CONCRETE CAP AND MONITORING WELLS 
   







APPENDIX I-4 
SURVEYED PLAT OF THE FORMER USTS AND ASSOCIATED PIPING AREA 
   













APPENDIX I-5 
FINANCIAL ASSURANCE MECHANISM AND COST ESTIMATE FOR POST-CLOSURE CARE 
FOR WHICH FINANCIAL ASSURANCE IS REQUIRED 
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